
 

 

CONTACT INFORMATION 
 

GESTIÓN DE RECURSOS Y SOLUCIONES EMPRESARIALES, S.L.U. (SOLARTIA®) 

P 0034948 27 11 11 

www.solartia.com / clientes@solartia.com 
 

Factory: Business Office: 

Polígono Perguita, Calle B, nº 4 Travesía Ana de Velasco nº 3 bajo 

31210 Los Arcos (Navarra) 31006 Pamplona (Navarra) 

SPAIN SPAIN 
 

TECHNICAL DATA SHEET 

 

 

FATTY ACID 
 

 

WASTE/RESIDUES FROM PROCESSING OF 

VEGETABLE OR ANIMAL OIL 
 

 
Parameters Quality I Quality II Quality III Units 

FFA ≤40 ≤70 ≤90 % 

Sulphur ≤100 ≤250 ≤500 Wt ppm 

Phosphorous ≤100 ≤150 ≤300 Wt ppm 

Total Metals ≤100 ≤250 ≤500 Wt ppm 

Water ≤1 ≤2 ≤2 % m/m 

Impurities ≤0,5 ≤2 ≤2 % 

Unsaponifiable matter ≤1 ≤2 ≤5 % 

Density at 20°C 910-920 910-920 910-920 kg/m3 

 




